


L series H series

synergy L series Passenger Application Plan I

Clockwise From Left:
Front Opening 
Hoistway Section View; 
Duplex Plan View; 
Simplex Plan View 
(Right Hand Door), 
Simplex Plan View 
(Left Hand Door)
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synergy L series Passenger Application Plan II

Clockwise From Left:
Front And Rear Opening 
Hoistway Section View; 
Duplex Plan View; 
Simplex Plan View 
(Right Hand Door), 
Simplex Plan View 
(Left Hand Door)
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5,000 lb. Capacity Safety Beam
By Others

5,000 lb. Capacity Safety Beam
By Others
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synergy M series Passenger Application Plan I

Clockwise From Left:
Front Opening Hoistway 
Section View; Duplex Plan 
View; Simplex Plan View 
(Center-Opening Door), 
Simplex Plan View 
(Left Hand Door)
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Left: Controller Room 
View 

Right: Duplex Controller  
Room View

P
LA

N
 I 

(F
R

O
N

T 
O

P
EN

IN
G

)

A
B
C
N
D
E
F
G
H
O
P

CAPACITY (LBS)
Speed (fpm)
Car Inside Width
Car Inside Depth
Door Opening Width
Door Opening Height
Hoistway Width
Hoistway Depth
Duplex Hoistway Width
Platform Width
Platform Depth
Overhead ( 350 fpm )
Pit Depth
Controller Closet Size
Duplex Closet Size

2500

350

6’-8”

4’-3”

3’-6”

7’-0”

    8’- 4” *

6’-8”

17’- 0” *

7’- 0”

5’- 1”

15’-5”

5’- 5”

5’- 0” x 5’- 6”

7’- 0” x 7’- 0”

3000

350

6’-8”

4’-9”

3’-6”

7’-0”

    8’- 4” *

7’-2”

17’- 0” *

7’- 0”

5’- 7”

15’-5”

5’- 5”

5’- 0” x 5’- 6”

7’- 0” x 7’- 0”

3500

350

6’-8”

5’-5”

3’-6”

7’-0”

   8’- 4” *

7’-10”

17’- 0” *

7’- 0”

6’- 3”

15’-5”

5’- 5”

5’- 0” x 5’- 6”

7’- 0” x 7’- 0”

Hoistway dimensions are based on 1” out of plumb and no occupied space below hoistway.  If 1” out of plumb cannot be met, then consideration must be given for additional required space.    
Sufficient out of plumb exists for non seismic hoistways up to 300 ft.  Additional out of plum required for seismic conditions  of > 100 ft. of travel.  					   
* Note: For Seismic conditions add 2” to the Single Car Hoistway width ( 4” for Duplex )							     
** Note: Special provisions must be made for 5’-5” Pit Depth; ETSL (350 fpm) for use with 5” oil buffers.							     
Controller closet temperature range 50 degrees F. Min., 90 degrees F. Max. 10% - 90% Non-Condensing Relative Humidity. 							     
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synergy M series Data Table

SYNERGY M SERIES CONTROL CLOSET

3 - Controller
2 - Transformer (As Req'd.)
1 - Disconnect Switch (By Others)

7'-6" Min. Ceiling Height

1 - Disconnect Switch (By Others)
2 - Transformers (Stacked)(As Req'd.)
3 - Controller

10% - 95% Non-Condensing Relative Humidity
Temperature Range 32° F Min., 104° F Max.

7'-6" Min. Ceiling Height
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1 - Disconnect Switch (By Others)
2 - Transformers (Stacked)(As Req'd.)
3 - Controller

10% - 95% Non-Condensing Relative Humidity
Temperature Range 32° F Min., 104° F Max.

7'-6" Min. Ceiling Height
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